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PRODUCT
SOURCE
CODE

PRODUCT

SOURCE

(A) ISO GRADE 32 AW
Stock no. 48-61-3240
(SMM Material Code, 9999M00010)

5666

Wearguard AW-32

Central Oil & Supply

2775 North Flannery Road
Baton Rouge, LA 70814
SMM: APS00003720

5660

Hydraulic Fluid 32

Chemsearch

Division of NCH Corporation
P. 0. Box 152170

Irving, TX 75015

SMM: APS00003630

5616

AW32 Hydraulic Oil

Citgo Petroleum Corporation
P. 0. Box 3758

Tulsa, OK 74102

SMM: APS00002520

5624

CTO Hy Power Plus AW-32

Delta Petroleum Company
10352 River Road

St. Rose, LA 70087

SMM: APS00003730

5652

Hydraulic Oil I1SO 32

Valvoline, Inc.

P. O. Box 14000
Lexington, KY 40512
SMM: APS00003710

(B) 1ISO GRADE 46 AW
Stock No. 48-61-3250
(SMM Material Code, 9999M00020)

5667

Wearguard AW-46

Central Oil & Supply
SMM: APS00003720

5661

Hydraulic Fluid 46

Chemsearch
SMM: APS00003630
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PRODUCT
SOURCE
CODE PRODUCT SOURCE
(B) ISO GRADE 46 AW (continued)
Stock No. 48-61-3250
(SMM Material Code, 9999M00020)
5617 AW46 Hydraulic Oil Citgo Petroleum Corporation
SMM: APS00002920
5625 CTO Hy Power Plus AW-46 Delta Petroleum Company
SMM: APS00003730
5650 Hydraulic Oil ISO 46 Valvoline, Inc.
SMM: APS00003710
(C) 1ISO GRADE 68 AW
Stock No. 48-61-3260
(SMM Material Code, 9999M00030)
5649 L-609 Turbine Grade ISO-68 Baton Rouge Industries, Inc.
P. O. Box 26
Baker, LA 70714
SMM: APS00003780
5668 Wearguard AW-68 Central Oil & Supply
SMM: APS00003720
5662 Hydraulic Fluid 68 Chemsearch
SMM: APS00003630
5618 AW68 Hydraulic Oil Citgo Petroleum Corporation
SMM: APS00002920
5626 CTO Hy Power Plus AW-68 Delta Petroleum Company
SMM: APS00003730
5651 Hydraulic Oil ISO 68 Valvoline, Inc.

SMM: APS00003710
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REFERENCE:

DOTD Maintenance Specifications, MS-366-004

NOTE:

All material, regardless of prior approval, shall be sampled in accordance with the Materials Sampling Manual and tested
for conformance to the original specification. Any deviation in composition or performance from the original sample

submitted may result in removal of the product from the qualified list.

No information contained in this list is to be used for promotional purposes.
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